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CREST 723 A & B 

DESCRIPTION 

Crest 723 is a two-pa.rt, modified epoxy adhesive system. This 
special purpose farmulation does not contain asbestos. The 
product is intended for use in applications where products 
containing asbestos are pre-sently. being used. Excellent bond 
strength is developed between many types ·of s-ubstrates. · 

PHYSICAL PROPERTIES 

Form 
Color 

Viscosity 

Mix Ratio 
Working Tillle 
Cure Cycle 
Tensile Shear Strength 
MMM-A-132 
Hardness (Shore D) 
ASTK-2240-68 . 

SURFACE PREPARATION 

Thick Paste 
"A" - light blue 
"B" - light tan 
Mix - blue 
"A" - 300,000-360,000 cps at 24°C 
"B" - 10,000-15,000 cps at 24°C 
Mix 19 parts ·B with 100 parts A 
25-30 minutes at 24°C 
24 hours at 24°C 
3000 psi at 24°C after 7 days at 24°C 

87 

Opt~ performance properties are obtained when the surface 
to which the Crest 723 A & B is to be applied is carefully 
prepared. In all instances, the surfaces (aetal, glass, wood, 
FRP, etc.) should be clean, dry and dust free. Metals require 
etching or other surface preparations for optimum results. 

SAFETY NOTE 

This product. is fo.r .industrial use. only. -As with all products 
of this nature, avoid prolongedbreathing of vapors from the 
container during mixing and use operations. Use in areas ·with 

BOE-CS-0227319 


